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SITE DEMOLITION GENERAL NOTES

PROVIDE ALL MISCELLANEOUS FLASHING ¢ ACCESSORIES
REQUIRED FOR A COMPLETE JOB. FLASH ALL ROOF
PENETRATIONS. REMOVE AND REINSTALL ALL MISCELLANEOUS
EQUIPMENT.

ALL MISC. VENTS, FLUES, CURBS ETC. TO MEET MIN. CODE
CLEARANCE ABOVE NEW ROOF LINE.

FIELD VERIFY EXACT SIZES AND DIMENSIONS.

REMOVE ALL EXISTING BUR. VENTS.
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SITE DEMOLITION KEYED NOTES

REMOVE EXISTING BUR. ON 2 LAYERS OF 3/4" PERLITE DOWN TO EXISTING T4G DECK. MECHANICALLY FASTEN 1/4" DENS-DECK
THEN FULLY ADHERE 2 LAYERS OF | 1/2" POLYISOCTANURATE INSULATION & SINGLE-PLY, FELT-BACK PVC MEMBRANE TO T¢G
DECK.

FLASH EXISTING VTR, SEE I/A-2.

MECHANICAL PENTHOUSE, REMOVE AND REINSTALL AS REQUIRED TO FLASH EXISTING CURB, SEE 3/A-2.

EXISTING ROOF DRAIN TO BE CLEANED FROM ALL DEBRIS. CAP EXISTING DRAIN PIFPE IN WALL. PROVIDE NEW 3" GALV. FPIFE, RUN
TO EDGE OF SIDEWALK. PROVIDE HEAT TAFE IN PIPE UP TO DRAIN WITH TEMPERATURE ¢ MOISTURE SENSITIVE CONTROLLER,
CONTACTOR (IF REQUIRED) ¢ PILOT LIGHT.

REMOVE EXISTING DRIP EDGE ¢ PROVIDE WELDABLE FLASHING DRIP EDGE WITH CONT. CLEAT FASTENED @ 8" O.C. SEE 2/A-2 SIM.
PROVIDE TAPERED INSULATION CRICKET.

PROVIDE 15/32" SHEATHING OVER EXISTING T¢G DECK W/ 8D NAILS @ BN. = 6" OC. AND EN. = 6" OC. OVER ENTIRE ROOF. VERIFY
NAILS DO NOT PENETRATE ALL THE WAY THROUGH EXISTING Té& DECK.
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CAST IRON VENT
MASTIC @ EDGE OF FELTS

NO HUB RUBBER SLEEVE AND
STAINLESS STL CLAMP

NEW AS REQUIRED

10" MIN

SINGLE-FPLY MEMBRANE ON
2 LAYERS OF 11/2"
POLYISOCTANURATE

EXISTING
VARIES

/7 1/4" DENS-DECK
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/ 1\ VENT EXTENSION DETAIL
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(2) 2x6 STUDS
CONTINUOUS

e Airaciiing SINGLE-PLY MEMBRANE
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/2 FASCIA DETAIL @ CANOPY
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GROMMETTED FASTENER 12 INCHES O.C.

[ /METAL EXTENDER PIECE IF REQUIRED (SEE NOTE)
s
it
x_ It
[ HOT-AIR WELD
SINGLE-PLY MEMBRANE,
FULLY ADHERED
yw" DENS-DECK.

Té¢G DECK

SELF-FLASHING UNIT
ADDITIONAL WOOD BLOCKING, IF REQUIRED
/(TO ACHIEVE AN 8 IN. MIN. FLASHING HEIGHT)

4 IN. MIN.

8 INCHES MIN.

2 LAYERS OF | 1/2" FULLY
NOTE: ADHERED INSULATION

METAL EXTENDER PIECE IS REQUIRED IF EXISTING COUNTERFLASHING IS CONTAMINATED AND OR
COUNTERFLASHING FASCIA IS LESS THAN 4 INCHES WIDE. FASTENED 12 INCHES OC. WITH
GROMMETTED FASTENER.

/" 3\ CURB FLASHING
W NOT TO SCALE

SITE DEMOLITION GENERAL NOTES

PROVIDE ALL MISCELLANEOUS FLASHING ¢ ACCESSORIES
REQUIRED FOR A COMPLETE JOB. FLASH ALL ROOF
PENETRATIONS. REMOVE AND REINSTALL ALL MISCELLANEOUS
EQUIPMENT.

ALL MISC. VENTS, FLUES, CURBS ETC. TO MEET MIN. CODE
CLEARANCE ABOVE NEW ROOF LINE.

FIELD VERIFY EXACT SIZES AND DIMENSIONS.

REMOVE ALL EXISTING BUR. VENTS.
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SITE DEMOLITION KEYED NOTES

REMOVE EXISTINGBUR. ON 2" OF RIGID INSULATION DOWN TO EXISTING T¢G DECK. MECHANICALLY FASTEN 1/4" DENS-DECK THEN
FULLY ADHERE 2 LAYERS OF 11/2" POLYISOCTYANURATE INSULATION ¢ SINGLE-FPLY, FELT-BACK, PVC MEMBRANE TO T¢G DECK.

REMOVE EXISTING BUR. DOWN TO EXISTING FPLY WOOD DECK. MECHANICALLY FASTEN 1/4" DENS-DECK THEN FULLY ADHERE 2

LAYERS OF | 1/2" POLYISOCYANURATE INSULATION & SINGLE-PLY, FELT-BACK, PVC MEMBRANE TO PLYWOOD DECK.

REMOVE EXISTING SINGLE-FLY MEMBRANE DOWN TO EXISTING PLYWOOD DECK. MECHANICALLY FASTEN 1/4" DENS-DECK THEN
FULLY ADHERE 2 LAYERS OF 11/2" POLYISOCTANURATE INSULATION & SINGLE-FLY, FELT-BACK, PVC MEMBRANE TO FLYWOOD

DECK.
FLASH EXISTING VTR, SEE I/A-2.

MECHANICAL PENTHOUSE, REMOVE AND REINSTALL AS REQUIRED TO FLASH EXISTING CURB, SEE 3/A-2.

REMOVE EXISTING DRIP EDGE ¢ PROVIDE WELDABLE FLASHING DRIP EDGE WITH CONT. CLEAT FASTENED @ 8" O.C., SEE 2/A-2.

REMOVE & REINSTALL EXISTING GUTTER AS REQUIRED FOR NEW FLASHING.
FLASH EXISTING ANTENNA, SEE I/A-2 SIM.

MEMBRANE.

4"'x4"'x1'-0" BLOCKS ATTACHED TO ROOF W/ 4" SPACE BETWEEN BLOCKS & STAGGERED BETWEEN ROWS. WRAP W/ SINGLE-PLY /
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